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Rating 5 A 125/250VAC Mechanical Life 1,000,000 cycles
. . . UL10,000 cycles
Contact Resistance 500mQ Max Electrical Life TUV50.000 cycles
Insulation Resistance >100M (2 DC500V Ambient Temper. Used =257 to +1257T
Withstand Voltage AC1500V 1min. Ambient Humidity Used <85% at +40°C
Soldering Temper. 235157 5s Operating Force 40 £20qf
. 040 |
14.5£0.3 4.00
Q
o H
q KW2—4
A o g 5A 125/250VAC u
= &
7 | 23}
] » (Vs O
A —
3-0.60 u < I (@'/
H B
T 9.50 ;M —
8.80 7.30 320 =
19.80
n wer 1 AL
10 B# 1 SUS301
NC(2) 9 A 3 we
COM('\) 8 CHA 1 17200
7 L3 1 C5210
6 NONF 1 C2680
NO(B) 5 NC#¥F 1 2680
( — 4 COMMT 1 C2680
3 ¥4 1 PBT UL94v-0
2 Ti 1 PBT UL94v-0
%E%E 1 s 1 1 PBT UL94v-0
#% ek 5 HE 2
o RRTHRET AR
D::GN DONGGUAN AUGO ELECTRONICS CO.,LTD.
o e | | e #ot T
A:P:UVE :H:ET K :/N’NU. KW2—4-01IN-40-2
B +0.20 Iy mm RAEY
Bl £0.15 UNIT P/N NO.
lR:/ EEZ:J::. EDA; ng::;;w ‘DR:W A:PRTM 1 121105 A:I:.ES 20 ‘sz*g " P:: J ‘ @E‘ iNaGDRAW
A B D ‘ i G \ H




