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ELECTRICAL CHARACTERISTICS
1. RATING: DC 50V 0. 5A

2. CONTACT RESISTANCE: 100mQ MAX
3. INSULATION RESTISTANCE: 100MQ MIN
5 4. DIELECTRIC STRENGTH: AC 250V (50760Hz) /60S
@:3 MECHANICAL CHARACTERISTICS
36 1. PRACTICAL TEMPERATURE RANG: —40°C~+85°C
= 2. OPERATING FORCE: 180+50gf
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‘F ) ! 3. MECHANICAL LIFE: 20,000 cycles
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o g‘@::éggé 5 Sl &5 9 | CONTACTPIECE-2 | SUS 1 | NATURAL
B 5 o | S 8 | CONTACTPTECE-1 | SUS 1 | NATURAL
—
2 30 | 0805 é § 7 | TERMINAL BRASS STRIP 6 | Ag PLATED
: = 6 | CASE PAG6 1 | GRAY
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— 5 | LOCK PIN SUS WIRE 1 | NATURAL
4 | SPRING SUS WIRE 1 | NATURAL
3 | CONTACT BRONZE 2 | Ag PLATED
PUSH 2 | KNOB PBT 1 | WHITE
¢ 1 | COVER PPA 1 | BLACK
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9 DONGGUAN AUGO ELECTRONICS CO., LTD.
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